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APPENDIX B – Fuel Model Descriptions 

 

The primary fuels within the Northern Saguache (NS) Fire Protection District 
(FPD) are forested land, shrub areas and grasslands.  The area is dominated by 
irrigated farmlands or high desert chico on the Valley floor and transitions to 
pinyon pine forest along the foothills.  Ponderosa pine/Douglas-fir/aspen 
montane forests cover the mid-slope while Engelmann spruce and alpine 
meadows are found at the higher elevations. Ponderosa pine/Douglas-fir 
forests are generally dense enough to sustain a substantial crown fire resulting 
in a high fire risk. 
 
Fuel Model 1 

Fire spread is governed by the fine, very porous, and continuous herbaceous 
fuels that have cured or are nearly cured. Fires are surface fires that move 
rapidly through the cured grass and associated material. Very little shrub and 
timber is present, generally less than one third of the area. 
 
Fuel Model 101 

Is also a grass fuel model but it has much sparser and shorter grass than a 
typical Fuel Model 1. 
 
Fuel Model 2 

Fire spread is primarily through the fine herbaceous fuels, either curing or 
dead. These are surface fires where the herbaceous material, in addition to 
litter and open sagebrush contribute to the fire intensity. Open shrub lands 
that cover one-third to two thirds of the area may generally fit this model; such 
stands may include clumps of brush that generate higher intensities and that 
may produce firebrands. 
 
Fuel Model 6 

Fire spread is primarily through dense shrubs with juniper and pinyon pine 
that ranges in height from 6 to 15 feet. There are occasional pockets of debris 
distributed throughout the unit. Fires require moderate winds, greater than 8 
mph at mid flame height. Fire will drop to the ground at low wind speeds, if 
there is no ground slash, or at openings in the stand. 
 
Fuel Model 9 

Fires run through the surface litter faster than model 8 and have longer flame 
height. Concentrations of dead-down woody material will contribute to possible 
torching out of trees, spotting and crowning. The pure stands of aspen 
represent this model. In the fall, after the associated grass and forbs have 
cured, this fuel will burn more intensely and is temporarily more of a threat. 
 



APPENDIX C – Fuel Hazard Reduction Guidelines 
 

MINIMUM TREE SPACING – RULE OF THUMB 
Strive to reduce crown density to 40% or less. 

 

Ponderosa Pine/Douglas Fir: Convert stem diameter from 
inches to feet and add 7 more feet. 
 

Example:  A Ponderosa Pine 8” in diameter at DBH will have a 
spacing of 8 feet plus 7 feet for a total of 15 feet to the next 
tree.  

 
Tree spacing does not necessarily need to be even. In fact, the fuel treatment 

area will look more natural if the spacing varies and small clearings are 
intermingled with small groups of trees. The important focus should be on 
breaking up fuel continuity – both horizontally and vertically. 
 
If trees are very tall in relationship to their diameters, implement the thinning 

work over a long enough time to allow the standing trees to develop their wind 
firmness and resistance to snow bend. Thinning when trees are small helps 
reduce prevent these vulnerabilities. Thinning in patches and designing the 

thinning to minimize wind effect can be done depending on location. All of 
these can be used but can best be accomplished with the assistance of an 
experienced forester. 

 
An important part of fuel hazard reduction is removal of the ladder fuels; 

particularly when adequate thinning cannot be accomplished. Therefore, the 
following is important to do within a timber canopy.  
 

� Prune trees to 6 or 10 feet above the ground, depending on 
slope, leaving at least 1/3 live tree crown 

� Remove tree reproduction from under the canopies of 
remaining trees 

� Remove sagebrush, oak or any other flammable brush from 
under the canopies of remaining trees.  Reduce the size and 
height of remaining clumps of brush 

� Remove all dead forest debris within defensible space and 
fuelbreak areas. 

� Reduce concentrations of dead forest debris within other areas 
� Remove trees recently killed by mountain pine beetle* or other 

disturbances within defensible space and fuelbreak areas. 



� Reduce numbers of trees recently killed by mountain pine 
beetle* or other disturbances in other areas.  Only 1 to 3 dead 
trees per acre are needed for wildlife habitat purposes 

 
*Note: Proper slash disposal procedures should be implemented to avoid 
attracting Mountain Pine or other bark beetles to the project area.  
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APPENDIX D – Evacuation Planning Guidelines 
 

Background 
The growth of urban development in forested wildland areas in recent years has 
resulted in a potentially hazardous situation.  People are attracted to forested areas 
seeking solitude and to escape the pressures of everyday life.  Large land holdings 
have been subdivided into small, affordable acreages for cabin sites or remote homes. 
The new generation of small lot landowners value individual trees and have often built 
their cabins under the cover of or within these overstocked forests.  Cabins are 
constructed on prominent points or ridge tops for the view or they are tucked into the 
forest canopy seeking solitude.  In order to minimize the impact of their presence on 
the land driveways are often narrow with inadequate opportunities to turn around at 
the building site. At the same time, wildfires have been aggressively suppressed 
allowing dead fuels to accumulate to alarming levels and young trees to establish in 
high densities.  These ladder fuels provide a “leg up” for a wildfire to burn into the tree 
crowns and move rapidly under windy conditions. Little attention has been paid by 
landowners to the potential destructive capacity of an uncontrolled wildfire.  
 
In an emergency wildfire situation that threatens the lives and property of residents in 
the area, the Northern Saguache Fire Protection District, in consultation with the 
county sheriffs, fire suppression teams and land managing agencies, may recommend 
that residents evacuate to a safe area.  Prior evacuation planning is essential to 
implement this action effectively. 
 
By definition, evacuation is a protective action—moving people from a place of danger 
to a place of relative safety.  It is a temporary mass movement of people that 
collectively emerges in coping with threats to area residents and visitors. 
 
An Evacuation Plan will facilitate the orderly evacuation during an emergency wildfire 
situation.  Step by step actions provide critical information and guidance for fire 
suppression and law enforcement personnel during an emergency situation.  Each 
subdivision, home site development area or land owner association should be strongly 
encouraged to develop an evacuation plan for their area that identifies potential 
evacuation routes and critical information (locked gates, inadequate bridges, etc) for a 
variety of wildfire threat scenarios.  

 
Critical Contacts 

Saguache County Sheriff      719-655-2525 
Saguache County Emergency Manager   719-588-4527 
Colorado State Patrol      719-589-5807 
Colorado State Forest Service     719-587-0915 
Colorado Division of Wildlife     719-587-9600 
Rio Grande National Forest, Saguache Ranger District 719-655-2547  
Pueblo Interagency Fire Center/Fire Dispatch Center  719-553-1600 
        719-553-1613 
Federal Emergency Management Agency   303-235-4900 
Local News Media KSLV  Radio    719-852-3581 
   KGIW Radio    719-589-6644 
   KRZA Radio    719-589-8844 
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   KSPK Radio    719-589-2666 
Red Cross       719-589-4567 
Local Towing Services  Center    719-754-3963 
    Salida    719-539-7251 
Great Sand Dunes National Park    719-587-0916 
_______________________ 
_______________________ 

 

 
Check List When Potential for Evacuation Exists 
 

1) Close back country roads and trails at  trail heads 
2) Post on bulletin boards information regarding fire danger 
3) Set up a local Information Center where residents and visitors can access up-

to-date information and status regarding wildfires that pose a threat to the area 
4) Provide routine updates on wildfire conditions for local radio and television 

stations as the threat increases 
5) When the fire suppression team and land managing agencies ( US Forest 

Service and Colorado State Forest Service) believe evacuation may become 
necessary, notify the Saguache County Sheriff and County Emergency Manager 

6) Fire suppression team and land managing agency managers should meet and 
coordinate with the Sheriff and County Emergency Manager to decide if an 
evacuation is necessary.  The decision to evacuate should be made and 
implemented well before the evacuation needs to be complete.  Local conditions 
and the fire’s rate of advance will dictate timing and trigger points 

7) The Sheriff, after consultation with the land managing agencies and County 
Emergency County Emergency Manager makes the decision to evacuate the 
threatened area and implements the actual evacuation 

8) Notify residents and visitors of the Order to Evacuate 
• Siren to alert visitors in the back country Law enforcement patrol vehicles 

with public address systems announce evacuation order 

• House-to-house verification that threatened home site developments are 
completely evacuated 

• Law enforcement vehicles and ATVs drive back country roads and trails to 
assure evacuation 

• Use one color flagging to mark secondary roads/trails at their junction with 
the primary road (evacuation route) when notification is in progress then 
change to another color when verification is complete on that road/trail. 

9) Drive evacuation routes installing free standing traffic control signs at key road 
intersections and opening locked gates or cutting fences to allow exit. 

10) CSFS notify Federal Emergency Management Agency (FEMA) 
11) Notify Colorado State Patrol Assign law enforcement to direct traffic at critical 

road junctions 
 

The officer in charge of the evacuation will make the decision regarding which 
evacuation route to use at the time.  Depending on the situation the decision may be 
to use any or all of the routes to evacuate the threatened area. 
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Emergency Evacuation Routes 
Primary emergency evacuation routes are suggested but should be validated with 
landowners and land management agencies involved prior to the onset of an 
emergency need for evacuation. These primary evacuation routes should provide 
multiple opportunities for evacuating traffic to exit the area.  Hazardous fuel 
concentrations should be treated along primary evacuation routes by creating shaded 
fuelbreaks to reduce canopy cover to 40 percent or less and treat slash and 
combustible debris within 200 to 300 feet of either side of the road.  Tributary roads 
should be identified in local developments and treated similarly to facilitate a safe and 
orderly evacuation.   

 

WUI COMMUNITY WAYS IN & 
OUT 

ROAD IDENTIFIERS 

Bonanza 1 CR LL56 

Carnero Creek 2 CR 41G north or south 

Crestone 1 CR T 

Jacks Creek 1 Ward Gulch to CR 38EE 

Kelly Creek 1 CR LL56 

Kerber Creek 1 CR LL56 

Lazy KV Corridor Many Hwys. 17 & 285 plus other county 
roads 

Lime Creek 1 CR 42K 

Little Kerber Creek 1 CR 46AA to HH50 to LL56 

Mishak Lakes  Many County section line roads 

Noland Gulch 1  

North Tracy Canyon 1 CR T or CR T45.5? 

Schecter Gulch 1  

Swede Corner  3 Hwy. 288, CR T & CR 44.8 

Valley View 2 CR GG or 65 

Silver Lakes 1  
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Estimated Time to Implement an Evacuation 
The decision to evacuate a threatened area must be made well in advance of the time 
the fire is expected to threaten residents, visitors and facilities. 

 
 
Fire Behavior and Evacuation Timing 
Spread Component (SC) is the key fire danger component to monitor. The spread 
component is a numerical value derived from a mathematical model that integrates 
the effects of wind and slope with fuel bed and fuel particle properties to compute the 
forward rate of spread at the head of the fire. Output is in units of feet per minute. A 
spread Component of 31 indicates a worst-case, forward rate of spread of 
approximately 31 feet per minute.  
 
The inputs required in to calculate the SC are wind, slope, fine fuel moisture 
(including the effects of green herbaceous plants), and the moisture content of the 
foliage and twigs of living, woody plants.  
 
Since characteristics through which the fire is burning are so basic in determining the 
forward rate of spread of the fire front, a unique SC table is required for each fuel type. 
 
When considering spotting, the rich diversity of fuel types scattered throughout the 
County, and the likelihood of wind, it may be prudent, when fire danger is Very High, 
to consider starting an evacuation process when fires are burning within 10 miles of 
down-wind subdivisions or home site development areas (urban interface area).  
Knowing the SC for the most prevalent fuel type between where the fire is and where 
the home site developments are can best refine this judgment call. With a SC of 44 a 
fire will cover 2 miles or more within 4 hours. If the SC is 22 the fire will cover at least 
one mile within 4 hours and 2 miles within 8 hours. If the SC is 11 the fire will cover 
two miles within 16 hours. If the SC is 5 the fire can cover two miles within 32 hours. 
 
Remember the lessons of some Colorado fires: 
 

• The Buffalo Creek Fire ran nearly eleven miles in 4.5 hours 

• The Hayman Fire ran at least 16 miles in one afternoon 
 

Timing 
Evacuation planning needs to take into account how long it will take to notify 
residents that an evacuation is necessary, how long it will take for them to get ready 
and start driving out of the area and then how long it takes to actually drive to a safe 
area.  This determination should be made locally for each development area or 
subdivision and then validated before it is used during an emergency. 
 
Every situation will be different but it is reasonable to estimate the minimum time 
required to be no less than 4 hours to complete the process.  As much as three hours 
may be required to notify residents and visitors and get them started moving and 
another hour to get everyone out of the area.  Residents and visitors closest to the 
advancing threat should be notified first.    Once they are driving out of the area it will 
take them up to an hour in most cases to exit the area if traffic is flowing at a rate of 
10 to 20 miles per hour. 
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Driving time should be measured on each of the potential evacuation routes by driving 
at a conservative speed depending on road conditions and how many people are 
expected to be evacuated to approximate how long it would take to drive the route 
during an evacuation providing traffic was moving at about that rate.  The following 
table displays the type of information that needs to be incorporated in the Evacuation 
Plan.   

 
Travel Time for Evacuation Routes 
 

 

Beginning Point 
 

Ending 
Point 

 

Time 
Required 

 

Miles 
Traveled 

 

Average 
Speed 

     

     

 
  
GPS Locations for Critical Features and Facilities – This table provides GPS 
coordinate locations for critical points referred to. 
 

 

Feature 
 

GPS 
Location 

  

  

 
 
Recommendations 

• Negotiate agreements with neighboring private land owners and land managing 
agencies to allow evacuation across their property on their roads and through 
their locked gates. 

• Negotiate an agreement to thin fuels along the evacuation route between the 
subdivision or home development area and safe areas. 

• Upgrade roads on evacuation routes by widening curves, providing water bars 
to prevent erosion and thinning fuels along these emergency exits.   

• Construct and store freestanding “Fire Exit Directional Signs” or “Evacuation 
Route” for use in marking evacuation routes.  

• Develop a specific evacuation procedure and assign responsibilities to County 
staff. 
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“Nature...she pardons no mistakes.”

Ralph Waldo Emerson

In 1993, a wildfire in a dry canyon north of Laguna Beach,
California, raced toward hundreds of nearby homes, giving 
residents little advance warning of its awesome destruction.
More than 14,000 acres and 440 homes went up in flames.

In the nearby Mystic Hills neighborhood, 286 homes were
totally destroyed. Yet, there was one white house left standing
in the midst of hundreds of piles of smoking ash that remained
of its neighboring homes. This sole surviving house was built
with fire prevention in mind. It stood as an example of how
homes can, with a little extra attention, better withstand
nature’s perils. The practical methods used in and around that
house can help reduce the chances of future wildfires from
reducing communities to ashes. This guide is designed to make
that one rare exception of survival a more common occurrence
in the future.

An April 2001 Florida wildfire caused

Olga Gutierrez to desperately fight a

fire behind her Port Charlotte, FL

home with water from her pool.
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A Homeowner’s Guide to Wildfire Retrofit

Large Fire Locations

January 1 to October 3, 2000

Courtesy National Interagency Fire Center
Boise, Idaho

Legend
Currently 
Active Fires

Contained Fires
Human-caused

Lightning-caused

Wildfire Brochure 5  8/20/01  8:31 AM  Page 6



introduction

early every state has been dev-
astated by wildfires in the last
century. More than 140,000

wildfires occur on average each year.
Since 1990, more than 900 homes
have been destroyed each year by
wildfires.

So, what can you do to protect
yourself, your home and property
from wildfires? This guide will help
you understand

• why your home is at risk, and

• how you can reduce the risk to
your home and property.

introduction

N

1

Bitterroot National Forest, Montana
John McColgan
FairBanks, AK • August 6, 2000
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The Wildland/Urban
Interface Problem

ildfires occur regularly.
Whether started by humans
or by lightning, they are

part of a natural cycle that helps to
maintain the health of our forests.
Today, more than ever, people are
moving into remote areas, with the
desire to "get back to nature,"
without addressing the dangers
that exist around them.

A tremendous wildfire danger 
exists where homes blend together
with the wildland, creating the 
wildland/urban interface. The addi-
tion of homes there interrupts the
natural cycle of wildfires. Ultimately,

this contributes to a dangerous
build-up of old vegetation, leading to
an uncontrollable wildfire.

You and Your Local
Fire Department

In a wildfire, your local fire depart-
ment has two priorities – to remove
you and your family from harm’s
way and to stop the progression of
the wildfire. If your home happens
to be in the wildfire’s path, they
may or may not be able to protect
it – there are simply no guarantees.

Consequently, you must take
action before a fire starts.

A Homeowner’s Guide to Wildfire Retrofit
2

© J Smalley, NJ • Pine Barrens

wildfires and your home

W
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Wildfires and Your Home
3

Just the Right
Conditions

Conditions must be just right for a
wildfire to start and spread.
Specifically, fuel, weather and
topography work together to deter-
mine how quickly a wildfire travels
and at what intensity.

Fuels: The two basic fuel types in
the wildland/urban interface are
vegetation and structures.

Vegetation: Fuel in its natural form
consists of living and dead trees,
bushes and grasses. Typically, grasses
burn more quickly and with less
intensity than trees. Any branches or
shrubs between 18 inches and 6 feet
are considered to be ladder fuels.
Ladder fuels help convert a ground
fire to a crown fire (tree tops) which
moves much more quickly.

Structural Density: The closer
the homes are together, the easier it
is for the flames to spread from
one structure to another.

Weather: High temperatures, low
humidity, and swift winds increase
the probability of ignitions and dif-
ficulty of control. Short and long-
term drought further exacerbates
the problem.

Slope: Slope is the upward or
downward incline or slant of ter-
rain. For example, a completely
flat plain represents a 0% slope
and a hillside that rises 30 feet for
every 100 feet horizontal distance
represents a 30% slope.

Hot gases rise in front of the fire
along the slope face, pre-heating the
up-slope vegetation, moving a grass
fire up to four times faster with flames
twice as long as a fire on level ground.
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How Your Home
Catches Fire

There are three ways that the wild-
fire can transfer itself from the nat-
ural vegetation or other burning
homes to your home – through
radiation, convection or firebrands.

Radiation: Wildfires can spread to
your home by radiating heat in the
same way a radiator heats your
rooms in the wintertime. Radiated
heat is capable of igniting com-
bustible materials from distances of
100 feet or more.

Convection: Contact with the
convection column (flames) may
also cause the wildfire to ignite
your house. Typically, the convec-

tive heat column rises vertically,
within the smoke plume.

Firebrands: Firebrands are burn-
ing materials that detach from a
fire during strong convection drafts
in the burning zone. Firebrands
can be carried long distances –
more than a mile – by the winds
associated with the wildfire.

In all cases, your home’s building
materials and design play a signifi-
cant role in establishing the level of
exposure that can be endured
before ignition from radiation,
convection, firebrands or any com-
bination of these three.

Taking Inventory – Is
Your Property at Risk?

The first step in establishing your
risk is to assess your property.
The table on page 5 lists numer-
ous factors and issues that you
should consider.

This assessment will give you a
good sense of your property’s wild-
fire risk.

A Homeowner’s Guide to Wildfire Retrofit
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What’s Your Risk Level?

The rough categories that follow
on page 6 are not meant to give
you an absolute score, but are to
help guide you when deciding how
to best protect your home.

What You Can Do To
Reduce Your Risk

Homes in a wildland/urban inter-
face area can be designed and
maintained to increase the chances
of surviving a wildfire without the
intervention of the fire department.

This guide will help you protect
your home on two different fronts:

• Your Home’s Landscape

• Your Home’s Building Materials
and Design

Wildfires and Your Home

Assessing Your Property

■■ Have wildfires occurred in 
your area? If so, under what
conditions?

■■ Do you have seasons when wild-
fires are more likely to occur?

■■ Do you l ive in hil ly or f lat 
country?

■■ Are there areas around your
home that are more susceptible
to a wildfire? 

■■ Do you border wildland?

■■ Have you used native vegetation
in your landscaping?

■■ Is there a substantial amount of
tall  vegetation crowded in
around your home? 

■■ Do tree l imbs extend over 
your home?

■■ Are the trees in good condition
or are they dying?

■■ Do you have a woodpile in 
close proximity to your home? 

■■ Do you have any fuel tanks
nearby? 

■■ Is a wood fence attached to 
your home?
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Low Risk Areas:

Moderate Risk Areas:

High Risk Areas:

• Little or no history of nearby
wildfires

• Humid climate, short dry season

• Flat terrain (no grades greater
than 9%)

• Limited wildland

• Home not crowded by trees

• Landscape includes native
vegetation

• Manmade fuels at least 50 feet
from your home.

• Fire hydrant within 300 feet

• Easy access for fire trucks

• History of wildfires

• Climate includes a dry season less
than 3 months

• Hilly terrain (grades average
between 10% and 20%)

• Bordering a wildland with light
brush, small trees or grass

• Trees are located in close 
proximity to your home

• Native vegetation has or has
not been incorporated into
your landscape

• Manmade fuels are within 50 feet
of your home

• Fire hydrant within 500 feet

• Access for fire trucks

• History of nearby wildfires

• Dry climate with a dry season
more than 3 months

• Steep terrain (grades average
over 20%)

• Forested wildland within 100 feet
of your home

• Native vegetation has not been
incorporated into your landscape

• Trees are crowded within 30 feet
of your home

• Manmade fuels within 30 feet of
your home

• No fire hydrants

• Limited access for fire trucks
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Your Home’s Landscape
7

Creating a Survivable
Space For Your Home
A survivable space is an area of
reduced fuels between your home and
the untouched wildland. This provides
enough distance between the home and
a wildfire to ensure that the home can
survive without extensive effort from
either you or the fire department.

One of the easiest ways to establish a
survivable space is to use the zone con-
cept. Zone 1 is the closest to your
home and Zones 2 and 3 move pro-
gressively further away. 

Zone 1: Establish a well-irrigated area
around your home. In a low hazard
area, it should extend a minimum of
30 feet from your home on all sides. As
your hazard risk increases, a clearance
of between 50 and 100 feet or more
may be necessary, especially on any
downhill sides of the lot. Plantings
should be limited to carefully spaced
indigenous species.

Zone 2 Place low-growing plants,
shrubs and carefully spaced trees in
this area. Maintain a reduced amount
of vegetation. Your irrigation system

should also extend into this area.

Trees should be at least 10 feet apart,
and all dead or dying limbs should be
trimmed. For trees taller than 18 feet,
prune lower branches within six feet of
the ground. No tree limbs should come
within 10 feet of your home.

Zone 3: This furthest zone from your
home is a slightly modified natural
area. Thin selected trees and remove
highly flammable vegetation such as
dead or dying trees and shrubs.

So how far should Zones 2 and 3
extend? Well, that depends upon your
risk and your property’s boundaries. 

In a low hazard area, these two zones
should extend another 20 feet or so
beyond the 30 feet in Zone 1. This cre-
ates a modified landscape of over 50
feet total.

In a moderate hazard area, these two
zones should extend at least another 50
feet beyond the 50 feet in Zone 1. This
would create a modified landscape of
over 100 feet total.

In a high hazard area, these two zones
should extend at least another 100 feet
beyond the 100 feet in Zone 1. This
would create a modified landscape of
over 200 feet total.

The Importance of
Maintenance
Once you have created your home’s sur-
vivable space, you must maintain it or
risk losing the benefit of its protection.

your home’s landscape
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reating and maintaining a sur-
vivable space is a necessary

first step. The next step is to use
fire resistant building materials and
construction techniques in retro-
fitting your home.

The Ideal Fire-
Resistant Home
Keep in mind that a wildfire sees
your home as just another fuel

source. The survivable space you
construct around your home will
keep all but the most ferocious
wildfires at bay. However, if the
wildfire does break through your
first line of defense, an ignition
might occur on your home’s exte-
rior. The ideal situation is for
your home’s exterior materials to
prevent or retard the flames from
burning into your interior walls,
soffits, attic area, and rooms.

your home’s building
materials and design

C

Taking Inventory

Examine your home’s construction
and materials. Use the following as
a checklist.

■■ What type of roof covering do
you have? Asphalt, wood, con-
crete, tile or metal? 

■■ How are your eaves, fascias and
soffits constructed? Are they
made from vinyl, wood or metal?

■■ What are your home’s exterior
walls covered with? Are they
wood, aluminum or vinyl siding,
stucco, brick or concrete masonry?

■■ Do you have large windows or
sliding glass doors that border or
face the wildland? Are they single
pane, double pane or tempered
glass?

■■ How are your home’s attic and
sub-floor vents protected? Are
their covers metal or vinyl?

■■ Are spark arresters installed on
all your home’s chimneys?

■■ Does your home have a deck or
balcony that overhangs a slope?

■■ Is there a porch, garage or wood
fence that attaches directly to
your home?
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Taking Action

Now you will need to decide on
the best modifications for your
home, given your risk.

Roof: The roof is the most vulner-
able part of your home to wild-
fires. During a wildfire, firebrands
can fall on your roof, landing in
your roof’s nooks and crannies
where a fire can easily start. Once
your roof covering does ignite,
chances are very good that the rest
of your home will follow.

The best way to avoid this situa-
tion is to make sure your roof is
fire-resistant. The two main fire
resistance tests used today include:
ASTM E108 and UL 790. There
are three levels of classification
awarded under the test protocol,
A, B, and C, with A being the most

fire resistant. Some treated wood
shake shingle products have ratings
of Class C or better. Over time, the
effectiveness of this chemical is
reduced by weathering before the
end of the product’s useful life and
may leave your roof unprotected.

If your roof needs to be re-covered,
consider installing a Class A roof
covering.

Exterior Walls: Exterior walls are
susceptible to a wildfire’s radiant
and convective heat. Although a
fire on an exterior wall may not
penetrate inside your home, the fire
can ‘bridge’ to more vulnerable
areas such as eaves, soffits, vents
and windows.

Wall materials that resist heat and
flames include cement, plaster,
stucco and concrete masonry such
as stone, brick or block. Though
some materials will not burn, such
as vinyl, they may lose their
integrity when exposed to high
temperature and fall away or melt,
providing the fire with a direct
path inside the home.
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Exterior Windows, Glass
Doors and Skylights: Exposure
to the heat of the wildfire can
cause glass to fracture and col-
lapse, leaving an opening for
flames and firebrands to enter your
home. This applies to both double
pane and single pane glass, since
double pane glass is only slightly
more resistant to heat than single
pane glass. 

On the other hand, single or double
pane tempered glass windows,
doors and skylights typically frac-
ture at higher exposures, well above
the radiant heat exposures capable
of igniting the surrounding wood.

Eaves, Fascias, Soffits: Eaves,
fascias and soffits are vulnerable to
both firebrands and convective
exposures.

Eaves, fascias and soffits should be
‘boxed’ or enclosed with noncom-
bustible materials to reduce the size
of the vents. Materials that melt or

burn in relatively low tempera-
tures, such as PVC and vinyl sid-
ing, should not be used, since they
do not provide adequate protection
and can melt in the heat of the
wildfire. Non-combustible screen-
ing should be used in the vents.

Attic, Subfloor or Foundation
Vents: Wind and/or direct contact
with a fire’s convective heat can
push firebrands through the vents
into your home’s basement or
crawl space.

Your vent openings should be
screened to prevent firebrands or
other objects larger than 1/4 inch
from entering your home. Both
your vents and screens should be
constructed of materials that will
not burn or melt when exposed to
radiate or convective heat or fire-
brands. Also, these vents should be
corrosion-resistant to help mini-
mize required maintenance.
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Fireplace Chimneys: Windblown
embers can access your home
through your fireplace’s chimney
flue. Once inside, these firebrands
then collect on flammable objects,
greatly increasing the chance of
combustion. The situation can also
be reversed: embers from your own
fire can fly out the chimney and
start a wildfire, right in your own
neighborhood.

The best way to avoid this situa-
tion is to install a spark arrestor
made from welded wire or woven
wire mesh with openings less than
1/4" wide.

Overhangs and Other
Attachments: Overhangs and
other attachments include any
additional structures attached to
a residence such as room
pushouts, bay windows, decks,
porches, carports and fences.
These features are often very vul-
nerable to convective exposures.

When assessing your home and
property, if the feature in question
is attached to your home, it should
be considered part of your home.

There are a number of ways you
can reduce the vulnerability of
your home’s overhangs and attach-
ments. First and foremost, remove
all fuels around these areas. Next,
box in the undersides of the over-
hangs, decks and balconies with
noncombustible or fire-resistant
materials to reduce the possibility
of ignition. For fences, make sure
that they don’t attach directly to
your home.
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ven if you modify your home’s
landscape to incorporate the

most fire-resistant materials and
design into your home’s construc-
tion, there is no guarantee that a
wildfire will not threaten your
home. It is important that your
local fire department be able to
find and defend your home. 

Here are some suggestions on how
to modify your property to accom-
modate your local fire department.

Street Signs and Numbers: If
made from combustible materials,
your street signs and numbers can
ignite or melt, leaving the fire
department with no ability to
locate your home. It is critical that
signs and numbers be noncom-
bustible and visible from the road.

Driveways: Fire trucks and equip-
ment are quite large and often have
difficulty in tight spots.
Consequently, your home’s drive-
way must be large enough to
accommodate the typical sized
trucks. Fire experts recommend a
driveway at least 12 feet wide and
13 feet of vertical clearance.

Gates: If your home is gated, it is
very important that the gate opens
inward and be wide enough to
accommodate the fire fighting
equipment. Experts also recom-
mend that the gate be at least 30
feet off of the main road, so that
the equipment can pull off the road
to open the gate. If the gate is
locked, the lock should not be so
strong that firefighters cannot
break it in an emergency.

helping your local
fire department

E
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Wildfire Safety Project List

Category $$  ($300 – $1000)

• Boxing in overhangs and modi-
fying other attachments;

• Boxing in your eaves, facias, and
soffits.

Category $$$  (>$1000)

• Re-covering your exterior walls
with a more fire-resistant material;

• Replacing single-pane glass win-
dows, doors, or skylights with
tempered glass;

• Modifying your driveway,
bridges, and gates to accommo-
date fire trucks.

• Re-roofing your home with a
Class A roof covering.

Category $  (<$300)

wildfire safety project list

• Creating a survivable space;

• Maintaining your survivable space;

• Installing fire-resistant signs and
address numbers;

• Modifying your attic, sub-floor,
and basement vents;

• Installing a spark arrestor on
your chimney.

his list of home improvements is divided into cost categories. You can
tackle these projects one at a time, but remember, the more you do, the
better protected your home will be against wildfires.

T
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WILDFIRE PROTECTION CHECKLIST

✔

✔

✔

✔

✔

✔

Know where your gas, electric and water main shut-off controls are and how to turn them
off if there is a leak or electrical short. Also, know how to use a fire extinguisher. Make
sure all adult and teenage members of your family know how to shut off each utility and
to use the extinguisher.

Become familiar with your community’s disaster-preparedness plans and create a family
plan. Know where the closest police, fire and emergency medical facilities are located.

Plan several different escape routes from your home and neighborhood and designate an
emergency meeting place for the family to reunite. Establish a contact point to communi-
cate with concerned relatives.

Put together an emergency kit that includes at least a three-day supply of drinking water
and food that needs no refrigeration and, generally, no cooking; emergency cooking equip-
ment, if required; a portable NOAA weather radio; first aid supplies and medications;
basic tools, such as a wrench, a flashlight and gloves; portable lanterns and batteries; cred-
it cards and cash; and important documents, including insurance policies.

Talk to your neighbors about wildfire safety. Plan how the neighborhood could work
together before, during and after a wildfire. Make a list of your neighbors’ skills such as
medical or technical. Consider how you would help neighbors who have special needs
such as elderly or disabled persons. Make plans to take care of children who may be on
their own if parents can’t get home.

Periodically review your homeowner’s insurance policy with your insurance agent or com-
pany to make sure that, if you are the victim of a disaster, you have enough coverage to
rebuild your home and life. 

before a wildfire strikes:

Before, During and After: Be Completely Prepared

You will give yourself and your family a better chance of escaping harm during a wildfire by taking as
many of the precautions outlined in this brochure as possible. But, these steps are only the beginning.
To protect yourself as completely as possible, here are some added suggestions:

✁
✁

✁
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✔

✔

✔

✔

✔

✔

✔

✔

✔

✔

✔

If you are warned that a wildfire is threatening your area, listen to your portable radio for
reports and evacuation information. Follow the instructions of local officials.

Back your car into the garage or park it in an open space facing the direction of escape.
Shut car doors and roll up windows. Leave the key in the ignition or in another easily
accessible location. 

Close garage windows and doors, but leave them unlocked. Disconnect automatic garage
door openers.

Confine pets to one room. Make plans to care for your pets in case you must evacuate.

Arrange temporary housing outside the threatened area.

When advised to evacuate, do so immediately.

Wear protective clothing – sturdy shoes, cotton or woolen clothing, long pants, a long-
sleeved shirt, gloves and a handkerchief to protect your face.

Take your emergency kit.

Lock your home.

Notify your relatives and the local officials that you have left and where you can be
reached.

Follow the evacuation route that your local officials have identified. If no official route
exists, choose a route away from fire hazards. Watch for changes in the speed and direc-
tion of the fire and smoke.

during a wildfire:

✁
✁

✁
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✁
✁

✁

✔

✔

✔

✔

✔

✔

✔

✔

✔

✔

✔

Close windows, vents, doors, venetian blinds and heavy drapes. Remove lightweight cur-
tains.

Shut off gas at the meter. Turn off pilot lights.

Move flammable furniture into the center of the home away from windows and sliding-
glass doors.

Turn on a light in each room to increase the visibility of your home in heavy smoke.

Seal attic and ground vents.

Turn off propane tanks.

Place combustible patio furniture inside.

Connect the garden hose to outsides taps.

Place lawn sprinklers on the roof and near aboveground fuel tanks. Wet the roof.

Wet or remove shrubs within 15 feet of the home.

Gather fire tools, including a rake, axe, hand/chainsaw, bucket and shovel.

If you are SURE you have the time, take additional steps to
protect your home:
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✔

✔

✔

✔

Listen to and follow the advice and recommendations of the local aid organizations,
including the emergency management office, the fire department and the utility companies.

Check for hazards. such as gas or water leaks and electrical shorts. Turn off damaged utili-
ties. Have the fire department or gas and electric companies turn the utilities back on
when the area is secured.

Check for injuries and administer first aid as needed.

Check your food and water supplies. Do not eat anything from open containers near shat-
tered glass.

after a wildfire strikes:

✁
✁

✁
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appendix I: additional
sources of information
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